
EVIVA
POWERED LOUDSPEAKERS

WHAT DOES 
PROFESSIONAL 
SOUND LIKE?

Offering Electro-Voice’s signature acoustic 
excellence, EVIVA has been created to bring 
professional sound quality to a dynamic new 
user group. The family of portable powered 
loudspeakers is the perfect tool for aspiring 

DJs, musicians, houses of worship, small 
venues and startup production and rental 

companies. With EVIVA you will sound your 
best from the very beginning.
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WHAT DOES 
USER-FRIENDLY 
REALLY MEAN?

With a lightweight design, 
intuitive control and easy connectivity, 
the EVIVA family offers you everything 
you need for a single-person setup. 

 
The loudspeaker series provides a 

powerful solution that can be rapidly 
deployed to ensure users can get 

the most out of their system quicker.
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WHAT DOES PRESTIGIOUS 
INDUSTRIAL DESIGN LOOK LIKE?
Featuring a heritage design and high-quality components that have been tested 
for their performance and reliability, EVIVA brings the look and feel that many 
manufacturers can only dream of. With trusted technology, a retro-inspired 
look and the flexibility to support any type of application, EVIVA will ensure that 
everyone can benefit from superior sound and premium styling.

Please visit electrovoice.com/meet-eviva to find out more about the new EVIVA series.

POWERED EVIVA 12P EVIVA 15P EVIVA 18SP

Position Pole-mounted / monitor Pole-mounted / monitor Subwoofer

HF transducer 1” neodymium compression driver 1” neodymium compression driver -

LF transducer 12” ferrite 15” ferrite 18” ferrite

Power rating (peak) 1000 W 1000 W 1000 W

SPL max 125 dB 126 dB 132 dB

Coverage (H x V) 90° x 60° 90° x 60° -

Frequency range (-10 dB) 50 Hz - 20 kHz 45 Hz - 20 kHz 38 Hz - 200 Hz

Material Composite Composite 15 mm plywood with textured paint

Digital signal processing Knobs for level adjustment and switches for mode adjustment, with LEDs for power, limit, signal and peak notification.

Crossover frequency 2200 Hz 1900 Hz -

Low-pass frequency - - 100 Hz (default) / 150 Hz (optional)

Connectors
2x XLR/TRS combo jack 
1x XLR mix output
1x IEC power connector

2x XLR/TRS combo jack 
1x XLR mix output
1x IEC power connector

2x XLR/TRS combo jacks 
2x XLR link outputs

BT audio streaming* -

Installation options Wall-mount bracket Wall-mount bracket -

Weight 12 kg (26.5 Ibs) 14.6 kg (32.2 Ibs) 30.7 kg (67.6 Ibs)

Dimensions (H x W x D)
603 mm x 353 mm x 352 mm 
(23.7” x 13.9” x 13.9”)

725 mm x 426 mm x 402 mm 
(28.5” x 16.8” x 15.8”)

597 mm x 520 mm x 620 mm 
(23.5” x 20.5” x 24.4”)

Colors Black Black Black

Accessories (sold separately)

TSP-1 EV tripod stand 2 pack
TSS-1 EV tripod stand
BRKT-POLE-L long pole wall-mount 
bracket EVERSE-DUFFEL padded 
duffel bag

TSP-1 EV tripod stand 2 pack
TSS-1 EV tripod stand
BRKT-POLE-L long pole wall-mount 
bracket

PCL35 speaker pole, 35 mm, M20 
ASP-58 adjustable sub pole M20


